TYPICAL LAVATORY & SINK CONNECTION DETAIL

1. ALTERNATE SUPPORT TYPE, ADJUSTABLE UNISTRUT & SUPPORT BRACKET WITH PIPE CLAMPS.
2. NO-HUB PIPE CLAMPS SHALL BE MINIMUM 4-BAND, TYP.

WATER, WASTE AND VENT PIPING HANGERS & SUPPORTS DETAIL

1. INSULATION SHALL RUN CONTINUOUS THRU SUPPORTS, REF. GEN. NOTES & SPECIFICATIONS.
2. NO-HUB PIPE CLAMPS SHALL BE MINIMUM 4-BAND, TYP.

NOTES:
1. ALL EXPOSED PIPING, VALVES, EQUIPMENT, ETC. TO BE A.D.A. COMPLIANT.
2. INSULATION SHALL RUN CONTINUOUS THRU SUPPORTS, REF. GEN. NOTES & SPECIFICATIONS.
3. NO-HUB PIPE CLAMPS SHALL BE MINIMUM 4-BAND, TYP.

HEAVY LAVATORY SUPPLY KIT: HEAVY PATTERN COMMERCIAL 1/4 TURN BALL ANGLE STOP VALVE W/ LOOSE KEY HANDLES AND HEAVY CHROME PLATED COPPER SUPPLIES W/ INSULATED COVERS, TYPICAL. (DO NOT USE BRAIDED FLEXIBLE SUPPLY CONNECTORS).

WATER, WASTE AND VENT PIPING HANGERS & SUPPORTS DETAIL

NOTES:
1. INSULATION SHALL RUN CONTINUOUS THRU SUPPORTS, REF. GEN. NOTES & SPECIFICATIONS.
2. NO-HUB PIPE CLAMPS SHALL BE MINIMUM 4-BAND, TYP.